
EN 41394

Model number DA 2050

Type of appliance

Integrated cooker hood ●

Operating modes

Extraction / Recirculation / External motor ● / ● / –

Convenience features

Rotary dial control / Joystick ● / –

 5/15 min. run-on function –

Grease filter / Charcoal filter saturation indicator - programmable – / –

Easy clean cooker hood interior with CleanCover ●

Filter system

Dishwasher-proof stainless steel metal filter(s) 1

Lighting

Halogen / LED ● / –

Number of lights x Wattage 2 X 50 W

Air throughput  and sound levels with 150 mm diameter ducting outlet *

Extraction (does not apply to models with External motor)

Level 1: Air throughput (m³/h) 150

Sound power (dB(A) re1pW) / Sound pressure (dB(A) re20μPa) 42 / 29

Level 3: Air throughput (m³/h) -

Sound power (dB(A) re1pW) / Sound pressure (dB(A) re20μPa) – / –

Intensive level: Air throughput (m³/h) 400

Sound power (dB(A) re1pW) / Sound pressure (dB(A) re20μPa) 65 / 52

Recirculation

Level 1: Air throughput (m³/h) 120

Sound power (dB(A) re1pW) / Sound pressure (dB(A) re20μPa) 44 / 31

Level 3: Air throughput (m³/h) -

Sound power (dB(A) re1pW) / Sound pressure (dB(A) re20μPa) – / –

Intensive level: Air throughput (m³/h) 360

Sound power (dB(A) re1pW) / Sound pressure (dB(A) re20μPa) 65 / 62

Safety  

Safety switch off –

Technical data

Width / Height / Depth of cooker hood body in mm 532 / 50 / 372

Net weight in kg 8

Minimum distance above electric hob / gas hob in mm 450 / 650

Total connected load in W / Voltage in V / Fuse rating in A 185 / 230 / 5

Installation tips

Extraction upwards / to the rear / to the side ● / – / –

Diameter of ducting connector in mm 150

Standard accessories

Non-return flap ●

Adapter to reduce ducting from 150 to  125 mm Ø ●

Optional accessories

Recirculation conversion kit  DUU 151 ●

Active charcoal filter DKF 15-1 ●

Control module DSM 400 –

Silencer DASD 150 / Wall vent kit DMK 150 ● / ●

Silver Grey ●

* Air throughput tested in accordance with EN 61591.  Sound power measured in accordance with EN 

60704-3. Sound pressure measured in accordance with EN 60704-2-13.

N.B. Appliances must be installed in accordance with IEE regulations by a competent person.


